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About This Device 

These instructions serve as an outline to assist qualified person- 
nel with the installation of the optional sensors for the Compaq 
Console Management Controller (CMC). 

Alrrportant Safely I information 
Read Before Installing Product 

Please refer to the Important Safety Information (guide 
included with the CMC kit) before installing this product. 



VWMNQ There is a risk of personal ir^uryfromelectrical shock 
and hazardous energy levels. The installation of options and routine 
maintenance and service of this product rrust be performed by 
individuals who are knowledgeable about the procedures, precau- 
tions, and hazards associated with AC power products. 



HVFCRraiMT SAFEIY INSTRUCT1CN5 

SAVE THESE INSTRUCTIONS - This document contains 
important instructions for additional sensors to be used with the 
CMC Kit, that should be followed during installation. 

Kit Contents 

■ Temperature sensor (1) 

■ Intrusion sensor (2 sets) 

■ Mechanical shock/vibration sensor (1) 

■ Humidity sensor (1) 

■ Mounting hardware 

□ Screws 

□ Humidity sensor mounting bracket 

□ Double sided tape 

□ Tie wraps 

□ Cable management clips 

■ Package of sensor cables - assorted lengths 
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The sensor cables can be routed through the rack and then 
attached to the rack by using the stick-on cable management clips 
or tie wraps. 

The temperature sensor can be installed on the ceiling of the rack 
towards the rear, or near the most temperature-sensitive component 
in the rack. 
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Intrusion Sensor 

An intrusion sensor consists of two parts: a magnet and an 
electrical switch. The magnet should be installed on the inside of 
the rack door and the electrical switch on the rack as shown 
below. Make sure the magnet and switch align; allow sufficient 
clearance for the doors to close. The intrusion sensors should be 
installed on the front door © of the rack, as well as the rear 
door ©. 



9000 series rack 




The intrusion sensor is delivered with a terminating plug in the 
upper connector. The terminating plug must be connected as 
shown. To daisy-chain multiple intrusion sensors to a single CMC 
port, the terminating plug © must be removed and the plug from 
the next intrusion sensor in line © connected in its place. 




Mechanical Shock/Mbration Sensor 

The mechanical shock/vibration sensor should be installed on the 
rails of the rack. 
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hLrricfty Sensor 

Install the humidity sensor as shown below. 
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| Correcting Sensors totKeCMC 

The sensors connect to the rear of the CMC unit as shown below. 
The optional temperature sensor connects to port © and the 
optional intrusion sensors connect to ports ® and ©. 
The mechanical shock/vibration sensor connects to port © and 
the humidity sensor connects to port ©. 
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Securing the Cables 



Use the tie wraps to secure the cables to the cable retention 
bracket. 




WWNNQ To reduce the risk of personal injury resulting from 
electric shock, cionctrerrc^^trecc^^frornthe0^rlSole 

t Controller. There are no field- serviceable or user- 
serviceable components. 



Installation is ccrrptebe. 



